@ °NO LEFT TURN" (R3—2, 24”x24")

CHE(ER BLOCK PAVER SYSTEM CAPABLE OF
SUPPORTING 80,000 LB. TRUCK WEIGHT

@ YELLOW/YELLOW RAISED PVMT. MARKER
17 0.C. SEE NCDOT STD. #1250.01.

NOTES:

1. CROSSOVER TO BE OFFSET 10° FROM ANY

ZONE OF INSTALLATION OF
BASE COURSE UNDERNEATH

CURB & GUTTER (TYP.)

INTERSECTING STREET OR DRIVEWAY QTHER
THAN A FIRE DEPARTMENT DRIVEWAY.

2. ASPHALT BASE COURSE UNDERNEATH
MOUNTABLE CURB AND GUTTER SHALL
EXTEND AT LEAST 10 FEET BEYOND

CROSSOVER.

3. ONLY FOR USE AT RIGHT—IN/RIGHT—OUT
(RI/RQ) ENTRANCES TO RESIDENTIAL
SUBDIVISIONS AND COMMERCIAL
DEVELOPMENTS WITH PRIOR APPROVAL FROM

CHARLOTTE DEPARTMENT OF

SIDE STREET OR

PLAN

MEDIAN WIDTH VARIES

4' VERTICAL CURVE (K=1)

TRANSPORTATION (CDOT).

4. INCLUDE SUBDRAIN AS NECESSARY PER
CLDSM 20.28.

LAND DEVELOPMENT STANDARDS
INCLUDES CHARLOTTE ETJ

\CHARIQ’ITE.
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